
SECTION ELEVEN: MANUAL OF SURFACE WATER MANAGEMENT PRACTICES (cont.)

engineer to use standard designs and procedures. Several

design examples should be given ... with latitude for the

design engineer to use his imagination and engineering

judgment. The manual should have the connotation of a

document that suggests and informs rather than limiting

or prescribing. In addition, the manual would give more

complete definitions of some of the concepts included in

the ordinance ...." (T. Debo, page 123, supra, at 38-39).

The use of innovative techniques should be encouraged, subject always to

the review of the local agency as to whether they will be effective.

Construction Specifications are also required by the ordinance.

These specifications would serve the same function with regard to the

drainage system as a building code serves with regard to construction

of a house. The requirements of construction specifications should

ensure that the various components of the drainage system are con-

structed in a safe and dependable manner. The manual could draw largely

from similar guides that have already been written. E.g., J. Tourbier

and R. Westmacott, Water Resources Protection Measures in Land Develop-

ment--A Handbook(April 1974, Water Resources Center, University of

Delaware, Newark, Delaware 19711. The U.S. Department of Agriculture,

Soil Conservation Service's Technical Release No. 55 entitled, "Urban

Hydrology for Small Watersheds," and SCS National Engineering Handbook,

Section 4, entitled, "Hydrology" would also be helpful. In addition,

many states have developed best management practice manuals or study

reports in conjunction with the Clean Water Act (P.L. 92-500) Section 208

Areawide Water Quality Management Planning requirement to develop

nonpoint source pollution control programs. See, e.g., Stormwater

Management, Procedures and Methods, Snohomish County, Washington (1977).

These manuals and reports could be adopted in whole or part by local

governments in the development of their own Manual of Surface Water

Management Practices.

Some helpful reference materials include, EPA, Processes, Procedures

and Methods to Control Pollution Resulting From All Construction Activity,

EPA-430/9-73-007; Urban Stormwater Management and Technology, An Assess-

ment, EPA-670/2-74-040; EPA, Preventive Approaches to Stormwater Manage-

ment, EPA-440/9-77-001; EPA, Nonpoint Source Control Guidance, Hydrologic

Modifications, (Feb. 1977); J.T. Wildrick, K. Kuhn, W.R. Kerns, Urban

Water Runoff and Water Quality Control, Virginia Water Resources Center,

Blacksburg, Va. (Dec. 1976); EPA, Methods and Practices for Controlling

Water Pollution from Agricultural Nonpoint Sources, EPA-430/9-73-015.

SECTION TWELVE: MAINTENANCE

(a) Drainage facilities shall be dedicated to the (governing authorit
(governing authority)

where they are determined to be appropriately a part of the ____
(local unit)

maintained regional system or are unlikely to be adequately maintained by
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